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Enform: Your Partner in Safety 
Enform is the upstream oil and gas 
industry’s advocate and leading 
resource for the continuous 
improvement of safety performance. 
Our mission is to help companies 
achieve their safety goals by providing 
practices, assessment, training, 
support, metrics and communication. 
Our vision is no work-related incidents 
or injuries in the Canadian upstream 
oil and gas industry. 
 
An Industry Product 
This document was developed by 
industry for industry. Working 
collaboratively, Enform works with  
the submitting organization 
representative in developing these 
documents to improve the industry’s 
hazard awareness. Canada’s leading 
oil and gas industry trade associations 
support the use of shared information 
to help companies of all sizes  
improve performance. 
 
Disclaimer 
This document is intended to be 
flexible in application and provide 
guidance to users rather than act as  
a prescriptive solution. Recognizing 
that one solution is not appropriate  
for all users and situations, it presents 
accepted guidance that generally 
apply to all situations. While Enform 
believes that the information contained 
herein is reliable under the conditions 
and subject to the limitations set  
out, Enform does not guarantee its 
accuracy. The use of this document  
or any information contained will be at 
the user’s sole risk, regardless of any 
fault or negligence of Enform and the 
submitting organization. 
 
Copyright/Right to Reproduce 
Copyright for this document is held  
by Enform, 2011. All rights reserved. 
Enform encourages the copying, 
reproduction and distribution of this 
document to promote health and 
safety in the workplace, provided that 
Enform is acknowledged. However, no 
part of this publication may be copied, 
reproduced or distributed for profit or 
other commercial enterprise, nor may 
any part be incorporated into any other 
publication, without written permission 
of Enform. 
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For more  information on this  event, 
please  contact: sa fe ty@enform.ca   

 

Description of Incident:  

Two pipe tubs had been spun out from the edge of the lease with a pole truck, so they were 
facing the lease entrance. They were parallel about 8 ft apart and 1 was about 8 ft further back 
from the other. 

A tractor with a lo-boy lined up to the one furthest back and chained a set of pipe racks onto the 
tub that were sitting on it, hooked up his loading sling and began loading the tub.  

While the first driver was getting ready a second truck with a hi-boy had pulled in and lined up to 
the tub that was further ahead. This driver had to chain several items to the top of his tub and had 
thrown 3 chains over the tub and was in the process of tightening the boomer on the chain that 
was furthest back.  

The first driver winched his tub forward and brought it about 15 ft ahead of the roll of his trailer, 
which now had it overlapping the other tub.  

The tub slid to the side of the trailer so the driver slacked off on the winch to let the tub back down 
to re-align to the tub. 

As soon as he slacked off, the tub went off the side of the trailer. The co-worker turned toward the 
falling tub and got hit in the chest area.  

He managed to get clear so he wasn't crushed, but died from the force of the impact. 

What Caused It: 

• The deck pin that should have been in the roll pin pocket was never found. 

o Drivers have to be sure the deck pins are in place prior to loading. 

o Another worker saw he had deck pins in the roll on an earlier trip. 

• The load slid to the side, as it was being winched ahead. 

o There did not appear to be any reason to winch the load ahead. 

o Drivers should roll back under loads as they are winching the load onto 
the trailer deck unless there is a soft spot under the load. 

• The injured worker didn’t recognize his position as being in a danger zone. 
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Corrective/Preventive Actions: 

• The company has changed the JSA for loading so workers do not stand between 
loads while one is being winched on. 

• If workers are in the area of the loads, only one load can be winched on at a 
time. All workers in the area would concentrate on that load. 

• Preparing another load is not done within 6 meters of a load being loaded until 
the load is in place on the trailer. 

Enform wishes to express its deepest condolences to the family and express its 
appreciation for allowing this information to be shared with our industry in an effort to 
prevent similar incidents from occurring in the future. 
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